ASTM COMMITTEE C-4 SPECIFICATION TITLES
C 4          
 Specification for Clay Drain Tile and Perforated Clay Drain Tile

C 8

Definition of Terms Relating to Clay Sewer Pipe

C 12*
Practice for Installing Vitrified Clay Pipe Lines

C 13
Specification for Standard Strength Clay Pipe

C 159*
Specification for Vitrified Clay Filter Block

C 200
Specification for Extra Strength Clay Pipe

C 211
Specification for Perforated Clay Pipe

C 261
Specification for Standard Strength Unglazed Pipe

C 278
Specification for Extra Strength Unglazed Clay Pipe

C 301*
Methods for Testing Vitrified Clay Pipe

C 315 *
Specification for Clay Flue Linings

C 425*
Specification for Compression Joints for Vitrified Clay Pipe and Fittings

C 462

  Specification for Standard Strength Ceramic Glazed Clay Pipe

C 479*
   Specification for Vitrified Clay Liner Plates

C 498
   Specification for Perforated Clay Drain Tile

C 594
   Specification for Compression Coupling for Vitrified Clay Plain-End Pipe

C 700*
   Specification for Vitrified Clay Pipe, Extra Strength, Standard Strength and    Perforated

C 828*
   Test Method for Low-Pressure Air Test of Vitrified Clay Pipe Lines

C 896*
   Definition of Terms Relating to Clay Products

C 1091*
   Test Method for Hydrostatic Infiltration Testing of Vitrified Clay Pipe Lines

C 1208/C 1208M*
   Specification for Vitrified Clay Pipe and Joints for Use in Microtunneling, Sliplining, Pipe Bursting and Tunnels

C 1283*
   Practice for Installing Clay Flue Lining

· Current Standards

