CORRECTION LIST

The corrected standard(s) listed below are available for purchase at www.astm.org or by calling ASTM Customer Service at 610-832-9585. If you have previously purchased the incorrect standard, the correction will be mailed or e-mailed to you shortly at no additional cost.

Correction – February 4, 2008

ASTM A 426/A 426M-07, Specification for Centrifugally Cast Ferritic Alloy Steel Pipe for High-Temperature Service. The value for Molybdenum content in CP91 in Table 1 was corrected. This correction appears in A 426/A 426M – 08. 

Correction – August 10, 2007

ASTM B 221M-06, Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods, Wire, Profiles, and Tubes [Metric]. Note 3 added and Sections 2.2, 9, X2.1, and Table 2 were updated. These corrections appear in B 221M – 07.

Correction – September 29, 2006

ASTM F 2536-06a, Standard Guide for Installing Plastic DWV Piping Suspended from On-Grade Slabs. Sections 2 and 5 were corrected. This correction appears in F 2536 – 06b.

Correction – June 22, 2006

ASTM F 1249-05, Standard Test Method for Water Vapor Transmission Rate Through Plastic Film and Sheeting Using a Modulated Infrared Sensor. Paragraph 13.1.1 was corrected. This correction appears in F 1249 – 06.

Correction – January 13, 2006
ASTM F 1282-05, Standard Specification for Polyethylene/Aluminum/Polyethylene (PE-AL-PE) Composite Pressure Pipe. Section 5.3.3.2 was reinstated into the standard. This correction appears in F 1282 – 06.

