Testing and Acceptance Criteria for Geosynthetic Clay Liners

Larry W. Well, editor

ASTM Publication Code Number (PCN):
04-013080-38

ASTM
100 Barr Harbor Drive
West Conshohocken, PA 19428-2959
Printed in the U.S.A.
Contents

Overview vii

KEYNOTE ADDRESS

Perspectives on Geosynthetic Clay Liners—R. M. KOERNER 3

SPECIAL TESTING PROCEDURES

Effect of Moisture Content on Free Swell of the Clay Component of Geosynthetic Clay Liners—D. B. NAREJO AND Y. ZHOU 23

Effect of Swell Pressure on GCL Cover Stability—T. D. STARK 30

A Comparison of Sample Preparation Methodology in the Evaluation of Geosynthetic Clay Liner (GCL) Hydraulic Conductivity—J. SEIBKEN AND S. LUCAS 45

SHEAR STRENGTH AND LONG-TERM CREEP TESTING

Effect of Normal Stress During Hydration and Shear on the Shear Strength of GCL/Textured Geomembrane Interfaces—R. D. HEWITT, C. SOYDEMR, R. P. STULGIS, AND M. T. COOMBS 55

Strength and Conformance Testing of a GCL Used in a Solid Waste Landfill Lining System—K. S. MERRILL AND A. J. O’BRIEN 71

Short-Term and Creep Shear Characteristics of a Needlepunched Thermally Locked Geosynthetic Clay Liner—J. SEIBKEN, R. H. SWAN, JR., AND Z. YUAN 89

Long-Term Shear Strength Behavior of a Needlepunched Geosynthetic Clay Liner—R. J. TRAUGER, R. H. SWAN, JR., AND Z. YUAN 103

Shear Strength Testing for Geosynthetic Clay Liners—R. B. GILBERT, H. B. SCRANTON, AND D. E. DANIEL 121

HYDRAULIC CONDUCTIVITY TESTING COMPATIBILITY ISSUES

Geosynthetic Clay Liners in Alkaline Environments—J. A. MCKELVEY III 139
Laboratory Simulation of Geosynthetic Clay Liner Application in Contaminated Liquids Evacuation—J. MYLNAREK, O. G. VERMEERSCH, AND D. LEMELIN

First-Exposure Performance of the Bentonite Component of a GCL in a Low-pH, Calcium-Enriched Environment—J. D. QUARANTA, M. A. GABR, AND J. J. BOWDERS

HYDRAULIC CONDUCTIVITY TESTING ISSUES AND METHODS

Influence of Initial Hydration Conditions on GCL Leachate Permeability—G. DIDIER AND L. COMEAGA


Laboratory Hydraulic Conductivity Testing of GCLs in Flexible-Wall Permeameters—D. E. DANIEL, J. J. BOWDERS, AND R. B. GILBERT

SPECIFICATIONS FOR GCL APPLICATIONS

A Design Perspective on Shear Strength Testing of Geosynthetic Clay Liners—J. W. COWLAND

Manufacturing Quality Control and Specification Criteria for Geosynthetic Clay Liners—K. VON MAUBEUGE

A Study of the CBR Bearing Capacity Test for Hydrated Geosynthetic Clay Liners—P. J. FOX, D. J. DEBATTISTA, AND S.-H. CHEN

Author Index

Subject Index