Flammability and Sensitivity of Materials in Oxygen-Enriched Atmospheres: Eighth Volume

William T. Royals, Ting C. Chou, and Theodore A. Steinberg, Editors

ASTM Publication Code Number (PCN): 04-013190-31

ASTM
100 Barr Harbor Drive
West Conshohocken, PA 19428-2959

Printed in the U.S.A.
Contents

Overview—T. C. CHOU, W. T. ROYALS, AND T. A. STEINBERG 1

Keynote Address

Oxygen Piping Code—Where Knowledge Becomes Practice: Keynote Address—ULRICH H. KOCH 5

Failure Analysis and Safety


Inclusion of Oxygen Equipment Training in Workplace Basic First Aid Curricula—L. M. STARR 25

Use of Oxygen-Enriched Mixtures in Recreational SCUBA Diving—Is the Public Being Informed of the Risks?—H. GABEL AND D. JANOFF 34

An Overview of Fatigue and Other Metallurgical Failure Modes and Analysis at the Kennedy Space Center—S. J. MCDAELNS 42

Failure of Stainless Steel Check Valve in Oxygen Service—J. J. RAGO 53

Failure of PTFE-Lined Flexible Hose in Oxygen Service—J. J. RAGO 58

Component Design and Development or Evaluation of Test Methods

Factors Affecting the Reproducibility of Upward Propagation Pressure Thresholds of Metals in Gaseous Oxygen—C. F. KEY, F. S. LOWERY, S. P. DARBY, AND R. S. LIBBY 71

Design Strategies for Polymer-Lined Flex-Hose Distance/Volume Pieces—A. J. SANTAY, I. D. BECKER, JR., AND B. L. WERLEY 93

Ultrasonic Measurement of the Regression Rate of the Melting Interface in Burning Metal Rods—T. A. STEINBERG AND M. VEIDT

IGNITION AND COMBUSTION OF METALS

Ignition Resistance of Hard (Type III) Anodized Aluminum to Particle Impact—E. T. FORSYTH AND J. M. STOLTZFUS

Configurational Effects on the Combustion of Several Alloy Systems in Oxygen-Enriched Atmospheres—D. JANOFF AND M. D. PEDLEY


Flammability Limits of Stainless Steel Alloys 304, 308, and 316—B. L. WERLEY AND J. G. HANSEL


Modeling of Promoted-Ignition Burning: Aluminum—D. B. WILSON AND J. M. STOLTZFUS

Fundamentals of Metals Ignition in Oxygen—D. B. WILSON AND J. M. STOLTZFUS

Experimental Study of Flame-Spreading Processes Over Thin Aluminum Sheets—C.-L. YEH, D. K. JOHNSON, AND K. K. KUO

IGNITION AND COMBUSTION OF NONMETALS

Oxygen Compatibility of Polymers Including TFE-Teflon®, KEL-F® 81, Vespel® SP-21, Viton® A, Viton® A-500, Fluorel®, Neoprene®, EPDM, Buna-N, and Nylon 6,6—T. C. CHOU AND A. FEDOROWICZ 319

Oxygen Compatibility of FKM Elastomers—V. J. D’IMPERIO AND B. L. WERLEY 350

Ignitibility in Air, Gaseous Oxygen, and Oxygen-Enriched Environments of Polymers Used in Breathing-Air Devices—D. HIRSCH, F.-Y. HSHIEH, H. BEESON, AND C. BRYAN 359


Characterization of Polymers Found in an Oxygen Environment—M. K. WILLIAMS AND P. D. FAUGHAN 403

Relative Performance of Elastomeric Materials in the Seal Configuration Test Apparatus—M. J. YENTZEN, B. A. POWELL, AND S. JORDAN 411

MISCELLANEOUS

Ignitibility of Advanced Composites in Liquid and Gaseous Oxygen—H. D. BEESON, F.-Y. HSHIEH, AND D. B. HIRSCH 421

Eliminating Bypass Valves in Selected Oxygen Systems—D. G. CASTILLO AND B. L. WERLEY 432

Oil Migration on the Structured Packing by Evaporation and Recondensation During the Defrosting Operation in the Air Separation Unit—N. EGOSHI, H. KAWAKAMI, AND I. FUJITA 445

A Database For Metallic and Nonmetallic Materials Commonly Utilized in Oxygen Service—B. NEWTON, W. C. HULL, AND J. STRADLING 458

Flammability of Intestinal Gases During Nitrous Oxide Anesthesia—G. W. SIDEbotham, F. CANCELMI, D. M. STOFFA, E. FRIED, AND G. L. WOLF 477