STP 1374

Geotechnics of High Water Content Materials

Tuncer B. Edil and Patrick J. Fox, editors

ASTM Stock Number: STP1374

ASTM
100 Barr Harbor Drive
West Conshohocken, PA 19428-2959

Printed in the U.S.A.
Contents

Overview

FUNDAMENTALS, THEORY, AND MODELING

Geotechnics of High Water Content Materials—R. J. Krizek 3

CS4: A Large Strain Consolidation Model for Accreting Soil Layers—P. J. Fox 29

Determination of Effective Stresses and the Compressibility of Soil Using Different Codes of Practice and Soil Models in Finite Element Codes—P. J. Blommaart, P. The, J. Heemstra, and R. Termaat 48

Dewatering Structures in High Water Content Materials—I. R. McDermott, A. D. King, C. M. T. Woodworth-Lynas, and P. LeFevre 64

Problems in Defining the Geotechnical Behaviour of Wastewater Sludges—A. Klein and R. W. Sarsby 74

LABORATORY INVESTIGATIONS

Hydraulic Conductivity Assessment of Hydraulic Barriers Constructed with Paper Sludge—C. H. Benson and X. Wang 91


Heavy-Metal Leaching from Cement Stabilized Waste Sludge—M. Kamon, T. Katsumi, and K. Watanabe 123

Thermal Properties of High Water Content Materials—J. L. Hanson, T. B. Edil, and N. Yesiller 137

Use of Dredged Sediments from Newark Harbor for Geotechnical Applications—T. A. Bennert, M. H. Maher, F. Jafari, and N. Gucunski 152


Estimation of the Quantity of Liquid Exuded by a Loaded Sludgy or Pasty Waste—D. Cazaux and G. Didier 181
GEOTECHNICS OF HIGH WATER CONTENT MATERIALS

Methods to Determine the Saturated Surface-Dry Condition of Soils—M. KAWAMURA AND Y. KASAI 196

Shear Strength and $K_{s}$ of Peats and Organic Soils—T. B. EDIL AND X. WANG 209

Laboratory Testing of Italian Peaty Soils—F. COLLESELLI, G. CORTELAZZO, AND S. COLA 226

FIELD PERFORMANCE

In-Situ Measurement of Small Strain Shear Stiffness of High Water Content Contaminated Dredge Spoils—I. R. MCDERMOTT AND G. C. SILLS 243

Field Shear Strength Performance of Two Paper Mill Sludge Landfill Covers—J. D. QUIROZ AND T. F. ZIMMIE 255

The Behavior of Trial Embankments in Malaysia—A. N. HUSEIN 267

Slurry Dewatering System with Planetary Rotation Chambers—T. MOHRI, R. FUKAGAWA, K. TATEYAMA, K. MORI, AND N. O. AMBASSAH 279

On the Use of Sand Washing Slimes for Waste Containment—A. BOUAZZA, J. KODIKARA, AND R. PARKER 293

CASE HISTORIES

Consolidation Characteristics of Wastewater Sludge—A. H. AYDILEK, T. B. EDIL, AND P. J. FOX 309

A Case History: Dredging and Disposal of Golden Horn Sediments—M. M. BERILGEN, I. K. ÖZAYDIN, AND T. B. EDIL 324

Design and Construction of Reinforced Earth Walls on Marginal Lands—A. ABRAHAM AND J. E. SANKEY 337

Performance of Roadway Embankment on Lime Waste—D. S. RAMER AND M. C. WANG 351

Ground Water Control Associated with Deep Excavations—Y. SHAO AND E. J. MACARI 363

Peat Subsidence Due to Ground Water Movements—G. VAROSIO 375

Indexes 387