Oil Flow Studies at Low Temperatures in Modern Engines

Hal Shaub, editor

ASTM Stock Number: STP1388

ASTM
100 Barr Harbor Drive
PO Box C700
West Conshohocken, PA 19428-2959

Printed in the U. S. A.
Contents

Overview

SESSION I

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Background and Organization—
C. J. MAY, E. F. DE PAZ, F. W. GIRSHICK, K. O. HENDERSON, R. B. RHODES,
S. TSEREGOUNIS, AND L. H. YING

003

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Engine Selection and Testing Protocol—C. J. MAY, E. F. DE PAZ, F. W. GIRSHICK, K. O. HENDERSON,
R. B. RHODES, S. TSEREGOUNIS, AND L. H. YING

009

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Test Oil Selection and Rheological Analysis—F. W. GIRSHICK, E. F. DE PAZ, C. J. MAY, K. O. HENDERSON,
R. B. RHODES, S. TSEREGOUNIS, AND L. H. YING

016

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Cold Start Testing—
S. TSEREGOUNIS, E. F. DE PAZ, F. W. GIRSHICK, K. O. HENDERSON, C. J. MAY,
R. B. RHODES, AND L. H. YING

019

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Phase I Pumppability Testing—
K. O. HENDERSON, C. J. MAY, E. F. DE PAZ, F. W. GIRSHICK, R. B. RHODES,
S. TSEREGOUNIS, AND L. H. YING

035

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Phase II Pumppability Testing—
R. B. RHODES, E. F. DE PAZ, F. W. GIRSHICK, K. O. HENDERSON, C. J. MAY,
S. TSEREGOUNIS, AND L. H. YING

055

Cold Starting and Pumppability Studies in Modern Engines—Results from the ASTM D02.07C LTPE Task Force Activities: Summary and Conclusions—
C. J. MAY, E. F. DE PAZ, F. W. GIRSHICK, K. O. HENDERSON, R. B. RHODES,
S. TSEREGOUNIS, AND L. H. YING

079
SESSION II

Pumpability—Past Accomplishments; Present and Future Challenges—T. W. SELBY 099

Designing Low Temperature Performance for Diverse Basestocks—F. W. GIRSHICK, L. H. GAINES, AND D. J. MARTELLA 122

The Relation between Low-Temperature Rheology of Lubricating Mineral Oils and Gelation Index—R. M. WEBBER, H. F. GEORGE, AND M. J. COVITCH 133

SAE 5W-30 Pumpability Studies in Modern 4- and 8-Cylinder Engines: Gelation Index and MRV Effects—C. J. MAY, B. A. KOENITZER, AND P. K. S. LAI 152