Evaluation and Remediation of Low Permeability and Dual Porosity Environments

Martin N. Sara and Lorne G. Everett, editors

ASTM Stock Number: STP 1415

ASTM
100 Barr Harbor Drive
PO Box C700
West Conshohocken, PA 19428-2959

Printed in the U.S.A.
Contents

SESSION I: TEST PROCEDURES

Comparison Between Various Field and Laboratory Measurements of the Hydraulic Conductivity of Three Clay Liners—DAVID CAZAUX AND GÉRARD DIDIER

Hydraulic Conductivity of a Fractured Aquitard—TAREK ABICHOU, CRAIG H. BENSON, MICHAEL FRIEND, AND XIAODONG WANG

Water Potential Response in Fractured Basalt from Infiltration Events—J. M. HUBBELL, E. D. MATTSON, J. B. SISSON, AND D. L. McELROY

SESSION II: LABORATORY TO FIELD EVALUATIONS

On the Measurement of the Hydraulic Properties of the Environmental Medium—SAM S. GORDJI AND LEILI PIROUZIAN

Pressure-Pulse Test for Field Hydraulic Conductivity of Soils: Is the Common Interpretation Method Adequate?—ROBERT P. CHAPUIS AND DAVID CAZAUX


SESSION III: LOW PERMEABILITY ENVIRONMENTS AND REMEDIATION ISSUES

Evaluation of Constant Head Infiltration Test Analysis Methods for Field Estimation of Saturated Hydraulic Conductivity of Compacted Clay Liner—DAVID CAZAUX

Impact of Residual NAPL on Water Flow and Heavy Metal Transfer in a Multimodal Grain Size Soil under Saturation Conditions: Implications for Contaminant Mobility—ROSA GALVEZ-CLOUTIER AND JEAN-SÉBASTIEN DUBÉ
Electrokinetic Removal of Phenanthrene from Kaolin Using Different Surfactants and Cosolvents—KRISHNA R. REDDY AND RICHARD E. SAICHEK

138

Transfer of Heavy Metals in a Soil Amended with Geotextiles—LAURENT LASSABATERE, THIERRY WINIARSKI, AND ROSA GALVEZ CLOUTIER

162

Application of the Colloidal Borescope to Determine a Complex Groundwater Flow Pattern—S. M. NARBUTOVSKIH, J. P. MCDONALD, R. SCHALLA, AND M. D. SWEENEY

176