Masonry: Opportunities for the 21st Century

Diane Throop, Richard E. Klingner, editors

ASTM Stock Number: STP1432

ASTM International
100 Barr Harbor Drive
PO Box C700
West Conshohocken, PA 19428-2959

Printed in the U. S. A.
Contents

Overview vii

MORTARS

Specifying Historic Materials: The Use of Lime—L. B. SICKELS-TAVES AND M. S. SHEEHAN 3

Investigation of the Rheology and Microstructure of Hydrated Lime and Sand for Mortars—A. B. ABELL AND J. M. NICHOLS 23

High Pozzolan Mortars and Stuccos—D. H. NORDMEYER 36

The Effect of Acid Rain on Magnesium Hydroxide Contained in Cement-Lime Mortar—S. BERNER, D. DRAGE, AND M. J. TATE 51

Emley Plasticity Testing: The First Steps to a Precision and Bias Statement—R. J. GODBEY AND M. L. THOMSON 61


Pozzolan-Lime Mortar: Limitations of ASTM C593—M. L. THOMSON 88

UNITS

Spalling of Brick—I. R. CHIN 97

Variability in Brick Unit Test Results—C. L. GALITZ 114

Predicting the Freeze-Thaw Durability of Bricks Using an Index Based on Residual Expansion—E. SEAVERTON, D. BROSAN, J. FREDERIC, AND J. SANDERS 122

Determining Concrete Masonry Unit Compressive Strength Using Coupon Testing—R. THOMAS AND V. MUJUMDAR 138
ASSEMBLIES

The Evolution and Development of Lateral Anchorage Systems in Masonry Cladding Systems—E. Gerns and L. Chan 155

Predicting Grouted Concrete Masonry Prism Strength—J. Thompson, C. T. Walloch, and R. D. Thomas 170

Inter-laboratory Study to Establish the Precision and Bias of Bond-Wrench Testing Under ASTM C1329 and C1357—P. J. Holser, R. E. Klingler, and J. M. Melander 186

Increasing the Cost-Effectiveness of Interlaboratory Studies and Routine Comparative Testing: A Practical Example Involving Masonry Bond Strength—C. Walloch, P. J. Press, R. Klingner, and R. Thomas 206

Inspection and Evaluation of Masonry Facades—E. A. Gerns and A. D. Cinnamon 224

INTO THE 21ST CENTURY

Air Barriers For Masonry Walls—C. T. Grimm 241

Confirmation of Anomalous Diffusion in Non-Saturated Porous Building Materials by A New Capillary Rise Absorption Test—M. Kuntz and P. Lavelle 259

Masonry Wall Materials Prepared By Using Agricultural Waste, Lime, and Burnt Clay—B. Middendorf 273

Index 285