Contents

FOREWORD iii
OVERVIEW vii

SECTION I: COMPOSITE FLYWHEELS FOR ENERGY STORAGE


Ultrasonic Spectroscopy of Developmental Composite Rotors—L. M. HARMON AND G. Y. BAALKLINI 29

Hydroburst Test Methodology for Evaluation of Composite Structures—R. C. THOMPSON, T. T. PAK, AND B. M. RECH 40

Time-Temperature Dependent Response of Filament Wound Composites for Flywheel Rotors—J. C. THESKEN, C. L. BOWMAN, S. M. ARNOLD, AND R. C. THOMPSON 55

Viscoelastic Model of Anisotropic Flywheels—R. P. EMERSON AND C. E. BAKIS 75

A Study of Time-Dependent and Anisotropic Effects on the Deformation Response of Two Flywheel Designs—A. F. SALEEB, S. M. ARNOLD, AND N. R. AL-ZOUBI 93

Experimental Failure Effect Analysis of Composite High-Speed Flywheel Rotors—G. FISCHER, R. GROTHAUS, AND W. HUFENBACH 121

Assessment of Composite Containment Loadings by an Adapted Failure Effect Analysis—W. HUFENBACH AND R. GROTHAUS 132

SECTION II: CONSTRUCTION AND INDUSTRIAL APPLICATIONS


Interfacial Contact Behavior of CFRP-Metal Couples—A. AL-MAYAH, K. Soudki, AND A. PLUMTREE 166
Long-Term Strain-Corrosion Behavior in RPM Sewer Pipes—S. W. HOPKINS, D. H. DUFFNER, P. R. JOHNSTON, AND F. J. MCGARRY

178

Autofrettage to Offset Coefficient of Thermal Expansion Mismatch in Metal-Lined Composite Pipes—E. J. BARBERO AND E. W. WEN

193

SECTION III: COMPUTATIONAL SIMULATION METHODS FOR COMPOSITE BEHAVIOR AND VERIFICATION TESTING STRATEGIES

Experimental and Computational Characterization of the High Strain Rate Tensile Response of Polymer Matrix Composites—R. K. GOLDBERG AND A. GILAT

207

Computational Simulation of Composite Fracture Toughness Parameters—H. ZHANG, L. MINNETYAN, AND C. C. CHAMIS

224

Non-scalar Approach to Simulate the Mechanical Degradation Process in Fibre-Reinforced-Polymers (FRPs)—A. GAGEL AND K. SCHULTE

238

SECTION IV: METAL MATRIX COMPOSITES

Tensile, Compressive, and Shear Response of a Particulate Reinforced Aluminum Composite—X. LEI AND C. J. LISSENDEN

255

Fatigue Life of SCS-6/Timetal® 834 at Room Temperature and 600°C: Experiments and Modeling—P. W. M. PETERS, W. D. ZENG, J. HEMPTENMACHER, AND Z. XIA

273

SECTION V: POLYMER MATRIX COMPOSITES

A Range of Practical Failure Criteria for Laminated Composites—C. Q. ROUSSEAU

291

A Theoretical Study of the Tensile Test for Highly Anisotropic Composite Materials—M. LÉVESQUE, M. D. GILCHRIST, AND B. FISA

320

Assessment of Damage in a Unidirectional Off-Axis Carbon-Epoxy Composite Under Cyclic Loading—L. K. SORENSEN AND A. PLUMTREE

336

A Criterion to Control Nonlinear Error in the Mixed-Mode Bending Test—J. R. REEDER

349

Comparison of Delamination Characterization for IM7/8552 Composite Woven and Tape Laminates—I. PARIS, P. J. MINGUET, AND T. K. O'BRIEN

372

Index

391