Stainless Steels for Medical and Surgical Applications

Gary L. Winters and Michael J. Nutt, editors

ASTM Stock Number: STP1438

ASTM International
100 Barr Harbor Drive
PO Box C700
West Conshohocken, PA 19428-2959

Printed in the U.S.A.
Contents

OVERVIEW ix

ALLOY DESIGN, MECHANICAL PROPERTIES

Characterization of Sandvik Bioline High-N—A Comparison of Standard Grades F1314 and F1586—CHRISTINA HARALDSSON AND STEPHEN COWEN 3

X 15 T.N.™ A New Martensitic Stainless Steel for Surgical Instruments— NICOLAS PEROT, JEAN-YVES MORAUX, JEAN-PAUL DICHTEL, AND BRUNO BOUCHER 13


Mechanical and Corrosion Properties of Forged Hip Stems Made of High-Nitrogen Stainless Steel—MARKUS WINDLER AND RAINER STEGER 39

Metallurgical and Mechanical Evaluation of 316L Stainless Steel Orthopaedic Cable—JOHN A. DISEGI AND LYLE D. ZARDIACKAS 50

PROCESSING, QUALITY ASSURANCE CONCERNS, AND MRI TESTING

Processing Platinum Enhanced Radiopaque Stainless Steel (PERSS®) for Use as Balloon-Expandable Coronary Stents—J. ZACHARY DENNIS, CHARLES H. CRAIG, HERBERT R. RADISCH, JR., EDWARD J. PANNEK, JR., PAUL C. TURNER, ALBERT G. HICKS, MATTHEW JENUSAITIS, NEV A. GOKCEN, CLIFFORD M. FRIEND, AND MICHAEL R. EDWARDS 61

Quality Aspects of High-Nitrogen Stainless Steel for Surgical Implants— MARKUS WINDLER, RAINER STEGER, AND GARY L. WINTERS 72

MRI Safety and Compatibility of Implants and Medical Devices—TERRY O. WOODS 82
Fatigue of Small Bone Fragment Fixation Plates Made from Low-Nickel Steel—LUKAS ESCHBACH, GIANNI BIGOLIN, WERNER HIRSCHER, AND BEAT GASSER 93

Comparison of Anodic Polarization and Galvanic Corrosion of a Low-Nickel Stainless Steel to 316L and 22Cr-13Ni-5Mn Stainless Steels—LYLE D. ZARDIACKAS, SCOTT WILLIAMSON, MICHAEL ROACH, AND JAY-ANTHONY BOGAN 107

Fatigue Behavior and In-Vitro Biocompatibility of the Ni-Free Austenitic High-Nitrogen Steel X13CrMnMoN18-14-3—ILJA TIKHOVKI, HOLGER BRAUER, MARTINA MÖLDERS, MARTIN WIEMANN, DIETER BINGMANN, AND ALFONS FISCHER 119

Influence of Macrophage Cells on 316L Stainless Steel Corrosion—SUZANNE H. PARKER, HSIN-YI LIN, LYLE D. ZARDIACKAS, AND JOEL D. BUMGARDNER 137

Comparison of Notch Sensitivity and Stress Corrosion Cracking of a Low-Nickel Stainless Steel to 316L and 22Cr-13Ni-5Mn Stainless Steels—LYLE D. ZARDIACKAS, MICHAEL ROACH, SCOTT WILLIAMSON, AND JAY-ANTHONY BOGAN 154

Comparative Electrochemical Studies of F 1586-95 and F 138-92 Stainless Steels in Sodium Chloride, pH = 4.0 Medium—RUTH F. V. VILLAMIL, ARNALDO H. P. DE ANDRADE, CELSO A. BARBOSA, ALEXANDRE SOKOLOWSKI, AND SILVIA M. L. AGOSTINHO 168


Comparison of Corrosion Fatigue of BioDur® 108 to 316L S.S. and 22Cr-13Ni-5Mn S.S.—LYLE D. ZARDIACKAS, MICHAEL ROACH, SCOTT WILLIAMSON, AND JAY-ANTHONY BOGAN 194

WEAR AND CORROSION-RELATED WEAR

Investigation into Wear-Induced Corrosion of Orthopaedic Implant Materials—MARKUS WINDLER, JULIE E. MACDOUGALL, AND ROLF SCHENK 211

Results of In-Vitro Studies about the Mechanism of Wear in the Stem-Cement Interface of THR—DIETER WIRZ, BRUNO ZURPLUN, BEAT GÖPFERT, PENG LI, WILLI FRICK, AND ERWIN W. MORSCHER 222

Fretting and Anodic Current of the Taper Interface of Stainless Steel Hip Stems/Cobalt-Chromium Femoral Heads—MENGKE ZHU AND MARKUS WINDLER 235
CLINICAL EXPERIENCE

The Cemented MS-30 Stem in Total Hip Replacement, Matte versus Polished Surface: Minimum of Five Years of Clinical and Radiographic Results of a Prospective Study—BERNHARD BERLI, REINHARD ELKE, ERWIN W. MORSCHER 249


Author Index 273

Subject Index 275