Journal of Composites Technology and Research
Author Index to Volume 22
2000

<table>
<thead>
<tr>
<th>Number</th>
<th>Month of Issue</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>January</td>
<td>1–52</td>
</tr>
<tr>
<td>2</td>
<td>April</td>
<td>53–126</td>
</tr>
<tr>
<td>3</td>
<td>July</td>
<td>127–174</td>
</tr>
<tr>
<td>4</td>
<td>October</td>
<td>175–271</td>
</tr>
</tbody>
</table>

A
Ahmad, H: see Wright, RJ, Johnson, WS, Sacks, S, and Ahmad, H
Anthony, DL: see Wolfenden, A, Anthony, DL, Chawla, KK, and Boccaccini, AR
Asp, LE: see Melin, LG, Neumeister, JM, Pettersson, KB, Johansson, H, and Asp, LE

B
Bakis, CE and Shirey, CL: Tensile Behavior of Filament-Wound Composites in Medium Vacuum, Oct., 213
Barbis, JD, Kedward, KT, Bish, JO, and Tsotsis, TK: A New Compression Test Fixture for Unnotched or Notched Thin Composite Laminates, July, 136
Bathias, C: see Gonzalez, M, Dominguez, G, and Bathias, C
Bish, JO: see Barbis, JD, Kedward, KT, Bish, JO, and Tsotsis, TK
Boccaccini, AR: see Wolfenden, A, Anthony, DL, Chawla, KK, and Boccaccini, AR
Bradford, D, Lease, K, and Sherwood, P: Evaluation of the Effect of a Custom Fiber Surface Treatment on the Adhesion Level in a Polymer-Based Composite Using the Single Fiber Fragmentation Test, April, 53

C
Cappelletti, C: see Zaffaroni, G and Cappelletti, C
Carrier, CR: see Averill, RC and Carrier, CR
Case, SW and Halverson, HG: Residual Strength-Based Life Predictions of Composite Materials Under Combined Damage Mechanisms, Oct., 187
Case, SW: see Lesko, JJ, Senne, J, and Case, SW
Chawla, KK: see Wolfenden, A, Anthony, DL, Chawla, KK, and Boccaccini, AR
Cunningham, RA: see McManus, HL, Foch, BJ, and Cunningham, RA

D
Davalos, JF: see Qiao, P, Davalos, JF, and Trimble, BS
Dickenson, LC, Farley, GL, and Hinders, MK: Failure Initiation in Translaminar Reinforced Composites, Jan., 23
Dominguez, G: see Gonzalez, M, Dominguez, G, and Bathias, C

E
Farley, GL: see Dickenson, LC, Farley, GL, and Hinders, MK
Foch, BJ: see McManus, HL, Foch, BJ, and Cunningham, RA

G
Gao, XL and Mall, S: A Two-Dimensional Rule-of-Mixtures Micromechanics Model for Woven Fabric Composites, April, 60
Gonzalez, M, Dominguez, G, and Bathias, C: Some Results from X-ray Computed Tomography Applied to Metal Matrix Composites, Jan., 45

H
Halverson, HG: see Case, SW and Halverson, HG
Hardwick, J: see O’Driscoll, D, Hardwick, J, Young, T, and Ryan, J
Hemptenmacher, J: see Peters, PW, Hemptenmacher, J, and Werner, A
Hinders, MK: see Dickenson, LC, Farley, GL, and Hinders, MK: Failure Initiation in Translaminar Reinforced Composites, Jan., 23
Johnson, WS: see Wright, RJ, Johnson, WS, Sacks, S, and Ahmad, H

K
Kedward, KT: see Barbis, JD, Kedward, KT, Bish, JO, and Tsotsis, TK
Krishnamurthy, R: see Thomas, R and Krishnamurthy, R

© 2000 by the American Society for Testing and Materials
www.astm.org