Journal of Testing and Evaluation
Subject Index to Volume 8
1980

A-B

Accelerated tests
Application of accelerated weathering test
to glass-fiber reinforced polyester sheets
of improved surface durability (Yamasaki and Blaga), July, 187

Aluminum alloys
Long-time creep-rupture tests of aluminum
alloys (Leslie, Jones, and Voorhees), Jan., 32
Tensile properties of A357-T6 aluminum castings (McLellan), July, 170

Anodes
Studies of impurity distribution in electrolytically refined copper cathodes (Publicover and Taubenblat), Sept., 246

Cathodic polarization
Effect of oxygen, salt concentration, and
pH on galvanic cells between a carbon
filled polyethylene cathode and various
metal anodes (Schick), May, 143

Cavitation corrosion
Erosion and cavity characteristics in rotating
components (Veerabhadra Rao, Syamala Rao, and Lakshmana Rao),
May, 127
Vibratory horn cavitation erosion comparisons
(Hammit and Okada), Nov., 324

Ceramic capacitors
Room temperature capacitance and dissipation factor measurement of chip
capacitors—an interlaboratory evaluation (Lo), Nov., 288

Chemical properties
Sludge to fertile soil—research results
(Briggs and Freas), Sept., 265
Clothing
Acceptance plan for feather and down
products (Landes), July, 205

Coal
Interactions of stabilized scrubber sludge
and fly ash with the marine environment
(Roethel, Duedall, O’Connors, Parker,
and Woodhead), Sept., 250

Combustion
Utilization of fluidized bed combustion wastes (Collins), Sept., 259

Composite materials
Application of accelerated weathering test
to glass-fiber reinforced polyester sheets
of improved surface durability (Yamasaki and Blaga), July, 187

Compression tests
Hot compression testing apparatus for the
study of isothermal forging (Immarigeon,
Kandell, Wallace, and de Malherbe),
Nov., 273

Confidence limits
Statistical tolerance levels for censored log-normal data (Little), March, 80

Copper
Impurity variations in electrolytic cathode copper (Medrick and Teague), July, 157
Copper alloys
Stress relaxation in bending of copper
beryllium alloy strip (Fox), May, 119
Copper-nickel alloys
Galvanic corrosion of piping and fitting
alloys in sulfide-modified seawater
(Hack), March, 74

Correlations
Erosion and cavity characteristics in ro-
tating components (Veerabhadra Rao,
Syamala Rao, and Lakshmana Rao),
May, 127

Corrosion fatigue
Effects of stress ratio on fatigue crack
growth rates in X70 pipeline steel in air
and saltwater (Vosikovsky), March, 68

Crack initiation
Single specimen determination J<sub>IC</sub> for different alloy steels (Takahashi, Khan,
and Suzuki), March, 63

Crack propagation
Compact specimen for plane strain crack
arrest toughness testing (Crosley and Rippling), Jan., 25
Comparisons of fracture toughness measure-
ments by the short rod and ASTM standard method of test for plane-strain
fracture toughness of metallic materials (E 399-78) (Barker and Baratta), May, 97
Computer-controlled stress intensity gra-
dient technique for high rate fatigue crack
growth testing (Donald and Schmidt),
Jan., 19
Computer data acquisition monitoring of
the stress corrosion cracking of depleted
uranium caltiller beam specimens
(Joyce, Hasson, and Crowe), Nov., 293
Development of a closed-loop, servo-hy-
draulic test system for direct stress
monotonic and cyclic crack propagation
studies under biaxial loading (Charvat
and Garrett), Jan., 9
Hydrostatic stress-sensitive relationship
for fatigue under biaxial stress condi-
tions (Mowbray), Jan., 3

Brittleness
Performance of chevron-notch short bar
specimen in determining the fracture
toughness of silicon nitride and aluminum
oxide (Munz, Bubsey, and Shannon), May, 103

Calibrating
Comparisons of fracture toughness measure-
ments by the short rod and ASTM standard method of test for plane-strain
fracture toughness of metallic materials
(E 399-78) (Barker and Baratta), May, 97

Capacitance
Room temperature capacitance and dissipation factor measurement of chip
capacitors—an interlaboratory evaluation (Lo), Nov., 288

Carbon steel
Effect of oxygen, salt concentration, and
pH on galvanic cells between a carbon
filled polyethylene cathode and various
metal anodes (Schick), May, 143

Castings
Tensile properties of A357-T6 aluminum castings (McLellan), July, 170

Cathodes
Studies of impurity distribution in electrolytically refined copper cathodes (Publicover and Taubenblat), Sept., 246

Copyright © 1980 by ASTM International
Fatigue (materials)

Computer-controlled stress intensity gradient technique for high rate fatigue crack growth testing (Donald and Schmidt), Jan., 19

Development of a closed-loop, servohydraulic test system for direct stress monotonic and cyclic crack propagation studies under axial loading (Charvat and Garrett), Jan., 9

Effect of clamping pressure on the fatigue strength of dimpled and undimpled loaded holes (Lohse and Shewchuk), May, 108

Evaluation of the three-component model for representing wide-range fatigue crack growth rate data (Saxena and Hudak), May, 113

Hydrostatic stress-sensitive relationship for fatigue under biaxial stress conditions (Mowbray), Jan., 3

Wide range stress intensity factor expression for the C-shaped specimen (Kapp, Newman, and Underwood), Nov., 314

Creep rupture tests

Long-time creep-rupture tests of aluminum alloys (Leslie, Jones, and Voorhees), Jan., 32

Dimpling

Effect of clamping pressure on the fatigue strength of dimpled and undimpelled loaded holes (Lohse and Shewchuk), May, 108

Dissipation factor

Room temperature capacitance and dissipation factor measurement of chip capacitors—an interlaboratory evaluation (Lo), Nov., 288

Durability

Application of accelerated weathering test to glass-fiber reinforced polyester sheets of improved surface durability (Yamazaki and Bliga), July, 187

Elastic waves

Vibratory horn cavitation erosion comparisons (Hammitt and Okada), Nov., 324

Electric potential

Electromotive force stability of Nicrosil-Nisil® (Wang and Starr), July, 192

Erosion

Effects of temperature on the behavior of metals under erosion by particulate matter (Gat and Tabakoff), July, 177

Erosion and cavity characteristics in rotating components (Veerabhadra Rao, Synamala Rao, and Lakshmana Rao), May, 127

Error analysis

Error analysis of intrinsic viscosity measurements (Ashar and Turcotte), Sept., 235

Fatigue (materials)

Computer-controlled stress intensity gradient technique for high rate fatigue crack growth testing (Donald and Schmidt), Jan., 19

Development of a closed-loop, servohydraulic test system for direct stress monotonic and cyclic crack propagation studies under axial loading (Charvat and Garrett), Jan., 9

Effect of clamping pressure on the fatigue strength of dimpled and undimpelled loaded holes (Lohse and Shewchuk), May, 108

Evaluation of the three-component model for representing wide-range fatigue crack growth rate data (Saxena and Hudak), May, 113

Hydrostatic stress-sensitive relationship for fatigue under biaxial stress conditions (Mowbray), Jan., 3

Wide range stress intensity factor expression for the C-shaped specimen (Kapp, Newman, and Underwood), Nov., 314

Fatigue life

Generalized application of Neuber's rule (Seeger and Heuler), July, 199

Statistical tolerance limits for censored log-normal data (Little), March, 80

Fatigue tests

Fatigue life prediction of welded components based on fracture mechanics (El Haddad, Topper, and Smith), Nov., 301

Filtration

Constant-pressure liquid filtration: mathematical models for fast plugging of the filter medium (Johnston and Beals), March, 57

Fluidized beds

Utilization of fluidized bed combustion wastes (Collins), Sept., 259

Fly ash

Interactions of stabilized scrubber sludge and fly ash with the marine environment (Roethel, Duedall, O'Conners, Parker, and Woodward), Sept., 250

Fracture properties

Single specimen determination of Jc for different alloy steels (Takahashi, Khan, and Suzuki), March, 63

Fracture strength

Comparisons of fracture toughness measurements by the short rod and ASTM standard method of test for plane-strain fracture toughness of metallic materials (E 399-78) (Barker and Baratta), May, 97

Measuring Jc and the resistance to crack growth after initiation (Early and Burns), Sept., 233

Performance of chevron-notch short bar specimen in determining the fracture toughness of silicon nitride and aluminum oxide (Munz, Bushey, and Shannon), May, 103

Fracture tests

Evaluation of the Jc testing procedure by round robin tests on A533B class 1 pressure vessel steel (Clarke), Sept., 213

Fracture toughness

Results of an ASTM cooperative test program on the Jc determination of HY130 steel (Clarke, Landes, and Begley), Sept., 221

Fractures (materials)

Proposed standard round compact specimens for plane strain fracture toughness testing (Underwood, Newman, and Seeley), Nov., 308

Vibrations in compact specimens during crack arrest testing (Rahka), Nov., 318

Fresh water fishes

Development of a chronic toxicity test using Chironomus riparius and the sublethal effects of trisodium carbamymethoxyxuscinate (Lee, Fullard, and Huntington), Nov., 282

Fretting

Effect of clamping pressure on the fatigue strength of dimpled and undimpelled loaded holes (Lohse and Shewchuk), May, 108

Friction tests

Development and correlation of a variable-speed friction tester (Whitfield and Mullen), March, 85

Galvanic corrosion

Effect of oxygen, salt concentration, and pH on galvanic cells between a carbon filled polyethylene cathode and various metal anodes (Schick), May, 143

Galvanic corrosion of piping and fitting alloys in sulfide-modified seawater (Hack), March, 74

Heat-exchangers

Infrared techniques for the evaluation of silicon carbide heat-exchanger tubing (Deininger and Kupperman), Jan., 48

Hot forming

Hot compression testing apparatus for the study of isothermal forging (Immarigeon, Kandel, Wallace, and de Malherbe), Nov., 273

Impurities

Impurity variations in electrolytic cathode copper (Medrick and Teague), July, 157

Studies of impurity distribution in electrolytically refined copper cathodes (Publicover and Taubenblat), Sept., 246

Industrial wastes

Potential for utilization of solid wastes from sulfur oxide control processes (Peterson), Sept., 255

Sludge to fertile soil—research results (Briggs and Freas), Sept., 265

Infrared analysis

Infrared techniques for the evaluation of silicon carbide heat-exchanger tubing (Deininger and Kupperman), Jan., 48

Intrinsic viscosity

Error analysis of intrinsic viscosity measurements (Ashar and Turcotte), Sept., 235

Lasers

Strength reduction in thin aluminum alloy sheets by irradiation (Clark and de Morton), July, 166

Limestone

Potential for utilization of solid wastes from sulfur oxide control processes (Peterson), Sept., 255

Liquid flow

Constant-pressure liquid filtration: mathematical models for fast plugging of the filter medium (Johnston and Beals), March, 57

Low temperature tests

Evaluation of the effect of low temperatures on mechanical properties of a commercial steel to be used in the Arctic (Krishnadev, Ghosh, Cutler, Prince, and Gauvin), Jan., 42

Materials tests

Results of an ASTM cooperative test program on the Jc determination of HY130 steel (Clarke, Landes, and Begley), Sept., 221

Potential for utilization of solid wastes from sulfur oxide control processes (Peterson), Sept., 255
SUBJECT INDEX

Mean
Acceptance plan for feather and down products (Landes), July, 205

Metal sheets
Strength reduction in thin aluminum alloy sheets by laser irradiation (Clark and de Morton), July, 186

Metals
Effects of temperature on the behavior of metals under erosion by particulate matter (Gat and Tabakoff), July, 177

Nickel alloys
Electromotive force stability of Nicrosil-Nisil ® (Wang and Starr), July, 192

Notch strength
Generalized application of Neuber's rule (Seeger and Heuler), July, 199

Pavements
Development and correlation of a variable-speed friction tester (Whitfield and Mullen), March, 85

Pipe fittings
Galvanic corrosion of piping and fitting alloys in sulfide-modified seawater (Hack), March, 74

Pipelines
Evaluation of the effect of low temperatures on mechanical properties of a commercial steel to be used in the Arctic (Krishnadev, Ghosh, Cutler, Prince, and Gauvin), Jan., 42

Plugging
Constant-pressure liquid filtration: mathematical models for fast plugging of the filter medium (Johnston and Beals), March, 57

Polyethylene
Shear strain to fracture characteristics of a titanium alloy and an ultrahigh molecular weight polyethylene under complex loading conditions (Grieve and Lawrence), Sept., 219

Polymers
Error analysis of intrinsic viscosity measurements (Ashar and Turcotte), Sept., 235

Powder metallurgy
Hot compression testing apparatus for the study of isothermal forging (Immargeon, Kandel, Wallace, and de Malherbe), Nov., 273

Product development
Sampling of electrorefined copper cathodes (Tuddenham, Dangerfield, and McMillan), July, 161

Quality control
Sampling of electrorefined copper cathodes (Tuddenham, Dangerfield, and McMillan), July, 161

S
Sampling reliability
Sampling of electrorefined copper cathodes (Tuddenham, Dangerfield, and McMillan), July, 161

Silicon carbides
Infrared techniques for the evaluation of silicon carbide heat-exchanger tubing (Deininger and Kupperman), Jan., 48

Skid resistance
Development and correlation of a variable-speed friction tester (Whitfield and Mullen), March, 85

Sludge
Interactions of stabilized scrubber sludge and fly ash with the marine environment (Rothel, Duedall, O'connors, Parker, and Woodhead), Sept., 250

Standard deviation
Acceptance plan for feather and down products (Landes), July, 205

Statistical analysis
Statistical tolerance limits for censored log-normal data (Little), March, 80

Steel
Effects of stress ratio on fatigue crack growth rates in X70 pipeline steel in air and saltwater (Voskovsky), March, 68

Stress corrosion
Computer data acquisition monitoring of the stress corrosion cracking of deformed uranium cantilever beam specimens (Joyce, Hasson, and Crowe), Nov., 293

Stress cracking tests
Wide range stress intensity factor expression for the C-shaped specimen (Kapp, Newman, and Underwood), Nov., 314

Stress relaxation
Stress relaxation in bending of copper beryllium alloy strip (Fox), May, 119

Stresses
Compact specimen for plane strain crack arrest toughness testing (Crosley and Rippling), Jan., 25

Sulfur oxides
Potential for utilization of solid wastes from sulfur oxide control processes (Peterson), Sept., 255

T-W
Tearing fracture
Measuring J IC, and the resistance to crack growth after initiation (Early and Burns), Sept., 233

Temperature
Effects of temperature on the behavior of metals under erosion by particulate matter (Gat and Tabakoff), July, 177

Tensile properties
Strength reduction in thin aluminum alloy sheets by laser irradiation (Clark and de Morton), July, 166

Thermocouples
Electromotive force stability of Nicrosil-Nisil ® (Wang and Starr), July, 192

Titanium alloy
Shear strain to fracture characteristics of a titanium alloy and an ultrahigh molecular weight polyethylene under complex loading conditions (Grieve and Lawrence), Sept., 239

Toxicity
Development of a chronic toxicity using Chironomous riparius and the sublethal effects of trisodium carboxymethylxysuccinate (Lee, Fullard, and Huntington), Nov., 282

Ultrasonic tests
Results of an ASTM cooperative test program on the J IC determination of HY130 steel (Clarke, Landes, and Begley), Sept., 221

Vibration
Vibratory horn cavitation erosion comparisons (Hammitt and Okada), Nov., 324

Vibration tests
Vibrations in compact specimens during crack arrest testing (Rahka), Nov., 318

Wastes
Utilization of fluidized bed combustion wastes (Collins), Sept., 259

Water pollution
Development of a chronic toxicity test using Chironomous riparius and the sublethal effects of trisodium carboxymethylxysuccinate (Lee, Fullard, and Huntington), Nov., 282

Wire
Impurity variations in electrolytic cathode copper (Medrick and Teague), July, 157