STP 1220

Fracture Mechanics: 25th Volume

Fazil Erdogan, Editor

ASTM Publication Code Number (PCN):
04-012200-30

ASTM
1916 Race Street
Philadelphia, PA 19103
Printed in the U.S.A.
Foreword

This publication, *Fracture Mechanics: 25th Volume*, contains papers presented at the 25th National Symposium on Fracture Mechanics: New Trends in Fracture Mechanics, held in Bethlehem, Pennsylvania on 28 June through 1 July 1993. The symposium was sponsored by ASTM Committee E-8 on Fatigue and Fracture. Dr. Fazil Erdogan of Lehigh University in Bethlehem, PA presided as symposium chairman and is the editor of the resulting publication.
Contents

Overview—F. ERDOGAN ix

FRACTURE MECHANICS OF CERAMICS

Analysis of the Effect of Transformation-Induced Shear Strains on Stability and Crack Growth in Zirconia Containing Ceramics—G. STAM AND E. VAN DER GIESSEN 3

Strength Properties of Surface-Machined Components of Structural Ceramics—W. PFEIFFER, T. HOLLSTEIN, AND E. SOMMER 19

Fracture-Resistance Curve Characteristic of a Sintered Al_2O_3/ZrO_2 Ceramic—K. DUAN, Y.-W. MAI, AND B. COTTERELL 31

Three-Dimensional Cohesive Crack Analysis of Short-Rod Specimens—T. N. BITTENCOURT AND A. R. INGRAFFEA 46

Defect Problems in Piezoelectric Ceramics—H. A. SOSA 61

Experimental and Analytical Studies of Crack Initiation and Arrest in Hot Pressed Silicon Nitride—M. GORELIK, A. M. CALOMINO, AND A. CHUDNOVSKY 71

INTERFACE FRACTURE

On the Directionality of Interfacial Cracking in Bicrystals and the Loading Phase Angle Dependence—J.-S. WANG AND G. E. BELTZ 89

The Effect of Mode Mix on Interfacial Toughness: A Ductile Mechanism—K. BOSE AND P. P. CASTAÑEDA 106

Micromechanics of Fiber-Matrix Interface and Fracture of Advanced Composites with Engineered Interfaces—J.-K. KIM AND Y.-W. MAI 125

Correlating Interphase Glass Transition and Interfacial Microcracking in Polymer Composites—N. R. SOTTOSS, D. L. HIEMSTRA, AND W. R. SCOTT 140

Free Edge Problem for Bonded Orthotropic Elastic Layers—S. KADIOGLU AND F. ERDOGAN 156
Interface Cracks in Thermally Loaded Multilayer Ceramic Coatings—K. KOKINI AND Y. R. TAKEUCHI 177

Quasi-Three-Dimensional Stress Fields at an Interface Crack Tip—Z. H. JIU AND N. NODA 191

Bimaterial Problem of Strip with Debondings Under Tension and Bending—N. HASEBE, S. KATO, AND T. NAKAMURA 206

Fatigue and Fracture of Adhesively Bonded and Weld-Bonded T-Peel Joints—M. D. GILCHRIST AND R. A. SMITH 222

NEW TECHNIQUES


A New Technique to Produce Josephson Junctions Based on Controlled Crack Growth Techniques—I. PEREZ, D. GRANATA, AND W. R. SCOTT 255

Time Release of Chemicals into Hardened Cementitious Matrices for Crack Repair, Fiber Rebond and Increase in Flexural Toughening—C. M. DRY 268

Dynamic Fracture of Concrete Under Mixed Mode Loading—C.-T. YU, A. S. KOBAYASHI, AND N. M. HAWKINS 283

Further Studies of a Modified-Charpy Specimen for Lower-Bound Toughness—R. J. BONENBERGER AND J. W. DALLY 294

INELASTIC FRACTURE

Two-Parameter Characterization of Crack Tip Fields in Edge-Cracked Geometries: Plasticity and Creep Solutions—S. M. SHARMA, N. ARAVAS, AND M. G. ZELMAN 309

Modeling of Ductile Damage and Complexity Across Scales—P. MATIC, G. KIRBY, V. DEGIORGI, D. HARVEY, A. KEE, AND A. GELTMACHER 328

Application of Micromechanical Models to the Analysis of Ductile Fracture Under Dynamic Loading—D.-Z. SUN, A. HÖNIG, W. BÖHME, AND W. SCHMIDT 343

Measurement and Analysis of Critical CTOA for an Aluminum Alloy Sheet—D. S. DAWICKE, M. A. SUTTON, J. C. NEWMAN, JR., AND C. A. BIGELOW 358


The Fracture of Sea Ice—S. J. DEFRANCO AND J. P. DEMPSEY 433

Prediction of Cleavage Fracture Probability for Ferritic Steels in the Transition Region—V. BICEGO, A. ELLI, AND C. RINALDI 448

FATIGUE AND FRACTURE

Shear Fatigue Crack Growth in Large Grain Polycrystals—Q. CHEN AND H. W. LIU 467

Analysis of Fatigue Crack Closure and Thresholds—K. SADANANDA AND A. K. VASUDEVAN 484

The Effect of Crack Deflection and Surface Roughness on Constant and Variable Amplitude Loading Fatigue Crack Growth in Aluminum-Lithium Alloys—A. HULL AND D. RAIZENNE 502

Propagation of Very Long Fatigue Cracks in a Cellular Box Beam—A. C. NUSSBAUMER, R. J. DEXTER, J. W. FISHER, AND E. J. KAUFMANN 518

The Effect of Welding Discontinuities on the Variability of Fatigue Life—G. R. KOBER, R. J. DEXTER, E. J. KAUFMANN, B. T. YEN, AND J. W. FISHER 533

Advanced Technology Applications to Aging Aircraft—M. M. RATWANI AND H. T. TRAN 546

A Proposal on Damage Tolerant Testing for Structural Integrity of Aging Aircraft—Learning from JAL Accident in 1985—H. TERADA 557

A Novel Approach to Dynamic Rip-Arrest Characterization of Heat-Treated Low-Alloy Steels—W. E. ANDERSON 575

COMPUTATIONAL AND ANALYTICAL TECHNIQUES

Singular Integral Equation Method in the Analysis of Interaction Between Cracks and Defects—N.-A. NODA AND T. MATSUO 591

Surface and Subsurface Cracks and Pores with Liquid Under Action of a Contact Load in the Presence of a Lubricant—I. I. KADISH 606

Development of Fixed-Grid Finite Element Algorithm for Tracking Quasi-Static Equilibrium Crack Propagation—T. S. LEE 622

Calculation of Stress Intensity Factors for Cracks Under Thermal Shock Transients—L. HODULAK AND D. SIEGELE 637

The Use of Fracture Mechanics Analysis in the Design and Development of Thermoelectric Cells—R. J. ROSKO 646
Analysis of Stress Intensity Factors for an Edge-Cracked T-Section in Tension—M. L. GENTILCORE AND R. ROBERTS 660

Pressure Vessel Fracture Simulation—L. MINNETYAN AND C. C. CHAMIS 671

Interpretation of Warm Prestress-Induced Fracture Toughness Based on Crack Tip Constraint—D. K. M. SHUM 685

Author Index 705

Subject Index 707
Overview

The origin of fracture mechanics as it is understood today goes back to Griffith's work on the fracture of glass in the 1920's. After a rather long lapse, the field was revived in the 40's and 50's. During this period some key contributions to the physical understanding and analytical modeling of the phenomenon of fracture were made by Sneddon, Rivlin, and Thomas and, particularly, by Irwin and his coworkers. Irwin's work was motivated by some well-known and costly failures of ships, aircraft, storage tanks, and other engineering structures due to brittle fracture. Despite the apparent success of the techniques proposed by Irwin in explaining many of these spectacular failures, the acceptance of fracture mechanics as a design and maintenance tool by the engineering community was rather slow in coming. Perhaps not surprisingly, the pioneers in the application of this new technology were the aircraft manufacturers, specifically, the Boeing Company. These early applications demonstrated that the fracture mechanics parameters may be used quite effectively to model fatigue crack growth and fracture instability in some critical aircraft components. As a consequence, fracture mechanics as a field of research started to attract widespread attention in applied mechanics and materials engineering communities and the field started to grow very rapidly in the early 60's. It was then felt that a regular forum was needed to present and discuss new ideas and new applications, and to exchange views on the subject periodically; hence, the idea of a national symposium on fracture mechanics. The first few of these symposia were organized by Professor P. C. Paris and were held at Lehigh University. In 1971, ASTM, through its Committee E-24 on Fracture Testing, recognized the importance of the field and assumed the responsibility for sponsoring and organizing the symposia. With few exceptions, the symposium has been an annual affair. After the reorganization of the committee structure at ASTM, Committee E-8 on Fatigue and Fracture is now providing the necessary guidance for the organization of the symposium. Even though the annual meeting has been called the National Symposium, from the beginning there has always been some participation from abroad. In recent years such participation has been openly encouraged by ASTM. Thus, of the 45 articles published in this volume, 14 are contributed by scientists and engineers from nine foreign countries.

Fracture mechanics is a very young field and is very much in the development stage. The main purpose of the National Symposium on Fracture Mechanics is, therefore, to provide an open forum for the presentation of new ideas, new developments, and new applications. Also, interest in the subject is very broad and is still growing. Partly because of this, in recent years it has become customary to adopt a theme for each symposium. The emphasis in selecting the papers for presentation at this symposium was on new trends in fracture mechanics research. The topics covered included fracture mechanics of ceramics, interface fracture, and new testing methods, as well as new developments in inelastic fracture, fatigue, and computational and analytical techniques. Thus, the contributions vary from basic research in micromechanics of interfaces and of transformation toughening in ceramics to the applications of some of the advanced techniques to aging aircraft. Forty-five papers selected for publication in this volume are divided into six categories and are presented in six sections. There are some papers that could be placed in more than one category and, hence, in some cases an arbitrary selection had to be made. Following is a brief description of research presented in each section. The material
presented in this volume is intended to benefit those scientists and engineers involved in doing cutting edge research in various aspects of fracture mechanics as well as the engineers interested in the application of fracture mechanics to actual design problems.

Fracture Mechanics of Ceramics

In such advanced technologies as high speed civil transport and advanced gas turbines, at the operating temperatures contemplated, the use of metal alloys will not be feasible. For example, in large natural gas fired stationary turbines currently in service with 1260°C rotor inlet temperature, the lower heating value plant efficiency has been demonstrated to be around 54%. It is estimated that with cycle innovations and certain changes in design and materials, it is possible to raise the efficiency to 60%. This, however, requires raising the rotor inlet temperature to well over 1400°C which would, in turn, necessitate the development and use of new high-temperature materials and coatings. In this and other high-temperature applications the use of structural ceramics and ceramic matrix composites is, therefore, becoming an absolute necessity. Because of the nature of the material, cracking and spallation in ceramics and ceramic coatings have always been a problem. One needs to understand the factors causing surface cracking and spallation, and develop mechanisms to improve the corresponding material toughness. The papers in this section address various aspects of the fracture phenomenon in structural ceramics. In studying the transformation toughening of ceramics in the neighborhood of a crack tip, the dilational component of the strain field is assumed to play the dominant role. The first paper in this section considers the role of transformation-induced shear strains on the stability of crack growth.

Generally, the critical factors controlling the strength of ceramic components are known to be surface imperfections and residual compressive stresses that result from processing. The second paper in this section investigates these factors by using a new technique to determine the microstrains and an X-ray diffraction technique to determine the residual stresses. In the third paper, the crack extension resistance curve (R-curve) behavior of sintered Al2O3/ZrO2 ceramic is investigated by using various standard cracked specimens with long cracks and small indentation cracks. The results show specimen dependence of the R-curve and the importance of crack-bridging on toughness. In the fourth paper, a generalized three-dimensional Dugdale-Barenblatt cohesive zone model is developed for short-rod specimens and the influence of the specimen size in toughness measurements is investigated. The results demonstrate the applicability of small specimens with inelastic correction to toughness measurements in ceramics. The fifth paper presents some analytical results for an elliptic cavity or a crack problem in piezoelectric ceramics. The material is known to deform under electric voltage and, conversely, generate an electric charge when subjected to mechanical load. These properties make piezoceramics quite attractive for applications in adaptive structures and in a broad variety of instrumentations. The final paper in this section deals with the question regarding the difference between initiation and arrest values of the strain energy release rate in hot-pressed silicon nitride subjected to stable crack growth. A new statistical model is used to study the variabilities in the critical crack length, initiation and arrest values of energy release rates, and the length of dynamic crack increments.

Interface Fracture

Nine papers presented in this section deal with the general problem of fracture mechanics of interfaces and interfacial zones in bonded dissimilar materials and cover a broad range of topics from bicrystals to adhesively bonded T-peel joints. In the first paper, the dependence of interfacial cracking on the nature of loading in Cu and Fe-Si alloy bicrystals and in metal/sapphire bimaterial systems is studied. The directionality of interface cracking and the effect
of loading phase angle are explained by considering the dislocation emission from the crack tip, the interface decohesion, and the asymmetric orientation of the slip planes relative to the interface. The second paper is a theoretical investigation of the effect of remote mode mix as characterized by the elastic far field stress state on the interfacial fracture toughness. A steadily growing plane-strain crack in a ductile material is considered. The material is assumed to be characterized by $J_\text{1}$ flow theory of plasticity with linear hardening. The next two papers present a micromechanical approach for studying the influence of the structure of fiber matrix interfacial zone on the fracture behavior of reinforced composites. In the third paper, epoxy-resin composites containing unidirectional Kevlar and carbon fibers with a thin layer of thermoplastic (polyvinyl alcohol) coating is considered. The results show a 100% improvement in transverse impact fracture toughness compared to uncoated fibers without significant losses in strength and interlaminar toughness. A shear-lag model is used to analyze the problem. In the fourth paper the fibers were coated either by low-modulus/low-glass transition temperature $T_g$ resin, or high-modulus/high $T_g$ resin, or left uncoated, and the influence of this tailored interfacial region with different $T_g$ on the micromechanical behavior, specifically on microcracking of the composite, is investigated.

The following four papers present a variety of analytical results in bonded dissimilar materials including the effect of material orthotropy, the singular behavior of the stress state at the intersections of free boundaries and interfaces, relative properties of the layers on the strain energy release rate for interface cracks under thermal loading, three-dimensional effects, and the effect of specimen geometry and loading conditions. The last paper in this section discusses the results of finite element solution of a symmetric T-peel joint consisting of aluminum adherents and epoxy adhesive of finite thickness or weld-bonded adherents.

New Techniques

This section presents some new experimental methods and application of the known standard techniques in novel applications. A nonintrusive method of measuring surface and subsurface stresses is outlined in the first paper. The method is based on the piezo-spectroscopic effect in optical fluorescence and provides high accuracy stress measurements with spatial resolution of the order of one micron. The method is demonstrated by measuring the residual stresses in sapphire fiber-reinforced $\gamma$-TiAl or $\alpha$-$\gamma$-Ti matrices. In the second paper, the microindentation cracking technique is used to demonstrate the feasibility of fabricating a superconducting Josephson junction. Various other applications of microindentation cracking are also discussed in the paper. The third paper outlines a novel technique of crack healing by releasing certain chemicals that are carried in the hollow fibers into the cracks in the matrix. The next paper presents the results for crack kinking in concrete specimens under dynamic mixed-mode loading obtained from transient moire interferometry and dynamic finite element solution. Similarly, the last paper uses the method of dynamic photoelasticity to study a modified Charpy specimen for measuring lower-bound toughness.

Inelastic Fracture

Nine papers presented in this section are concerned with the type of fracture problems which may generally be classified under inelastic fracture. In the first paper, the analytical details of a two-parameter description of crack tip stress field in elastic-plastic materials are given. The finite element results for a single-edge cracked specimen under tension are discussed in detail. The stress field is characterized in terms of the $J$ integral and the amplitude of the second term of the elasto-plastic asymptotic stress field. The two-term asymptotic stress field is shown to provide an accurate description of the spatial and temporal variation of the crack-tip stresses in creeping solids. The next paper in this section presents a hierarchical scheme for modeling
the ductile damage in solids. The third paper discusses the results of dynamic tensile and instrumented impact tests. The paper also shows the comparison of the computational results obtained by simulating the problem by using two different strain-rate dependent micromechanical models. The results seem to indicate that the deformation and fracture behavior of Charpy-V and single edge notched bending specimens can be evaluated by using the parameters determined from dynamic tensile and static fracture tests. In the fourth paper, the critical crack tip opening angle (CTOA) is incorporated into a two-dimensional finite element method and used as the fracture criterion to study ductile fracture propagation in thin sheets of aluminum alloys. Rather good agreement is obtained between the experimental and calculated results concerning the load line displacement and crack extension as function of applied load.

The next three papers in this section are concerned with the application of the $J$ integral to ductile fracture of structural components of various geometries and crack configurations. The eighth paper also discusses the application of the $J$ integral to fracture of ice. The last paper presents the results of a probabilistic study of cleavage fracture of ferritic steels in the transition region.

Fatigue and Fracture

Eight papers appearing in this section deal with some fundamental work and practical applications of fatigue crack growth and fracture in engineering materials. The first paper considers the subcritical growth of “shear cracks” in large grain 7029 aluminum alloy under mixed mode cyclic loading. It is shown that the resolved shear stress intensity factor calculated in terms of $K_I$, $K_{II}$, and $K_{III}$ is a highly effective correlation parameter for the fatigue crack growth rate where the cracking is due primarily to shear decohesion. The second paper revisits the concept of the crack closure problem in fatigue and discusses its role and significance. The experimental results presented seem to indicate that the effect of oxides and asperities on the crack closure is greater than that of plasticity and, generally, the importance of crack closure in fatigue studies is overemphasized. The third paper presents systematic results for constant and variable amplitude fatigue crack growth results in aluminum-lithium alloys 2090-T8E41 and 8090-T8771 and investigates the effect of roughness induced crack closure.

The fourth and fifth papers discuss the results of fatigue crack growth and fracture experiments in some large-scale structural elements. In the fourth paper, 8 m long cellular box beams simulating a double-hull ship were tested under four-point bending. An interesting feature of the results was that cracks 1500 mm or more in total length still grew in a stable manner showing remarkable fracture resistance of boxes made of high-strength and high-toughness steels. In the fifth paper, the effect of welding discontinuities on the variability of fatigue life is studied. The next two papers deal with the application of some advanced fracture mechanics techniques to aging aircraft. The last paper in this section discusses a novel technique used for dynamic rip-arrest characterization of heat-treated low-alloy steels.

Computational and Analytical Techniques

The first two papers in this section present some analytical results for various flaw interaction problems for a half plane. The remaining papers deal with the application two- and three-dimensional finite element methods to various fracture mechanics problems.