Index

A
AISI 9310 steel, 393
Alloying elements, 25
Alumina, 33, 333
AMS 5749 steel, 27, 102
AOL (Admiralty Oil Laboratory) tester, 224
Ausforming, 30, 95
Austenite, retained, 15, 200, 205, 356

B
Bainite, 60, 377
Ball-rod tester, 108
BG-42 steel, 325, 345

C
Carbon concentration, 387
Carburizing steel, 56, 131, 393
Caterpillar rolling contact fatigue (RCF) tester, 393
CBS-1000M steel, 345
CBS-600 steel, 345
Contact angle, 23
Contact pressure, 373
CRB-7 steel, 325, 345
Crowning value, 140
Cryogenic environment, 18
Cylinder-to-ball tester, 126
Cylinder-to-cylinder tester, 137

D
Dark etching region, 200, 204, 360, 369
Decay of martensite, 362
Differential hardness, 11

E
Elastohydrodynamic film, 17, 93, 102, 187, 212, 214, 261, 268
Electroslag remelted steel, 55
Elevated temperature, effect of, 217

F
Fatigue testers (see Testers, fatigue)
Fiber orientation, influence of, 133
Filter, lubricant, 258
Five-ball tester, 6, 179
Flat-washer tester, 48, 68, 194, 224, 381
Forging ratio, 135
Four-ball tester, 221, 223, 241
Full-bearing tester, 170, 191, 207, 336

G
Grain size, 15

H
Halmo steel, 10, 26
Hardness, material, 10, 375, 377
Heat treatment, 375
Hollow rolling element, 35, 99
Hot hardness, 327

I
Inclusions, 58, 65, 72, 79, 333, 335, 386
Rolling contact fatigue testing of bearing steels

L
Lubricant additive, 21
Lubricant effects, 16, 158, 226, 241, 248, 346

M
Melting techniques, 96
Metallic contact ratio, 156
Microwear, 245
Morphology, 245
M-50 steel, 10, 26, 27, 31, 36, 75, 102, 117, 325, 339, 343
M-1 tool steel, 10, 26
M-2 tool steel, 26

N
Nonferrous material, 32

O
Oxygen content, in steel powders, 64

P
Peeling, 153
Plastic deformation, 278, 359
Platelike carbides, 381
Polymet rolling contact fatigue (RCF) tester, 397
Polyphenyl ethers, 17
Powder processed material, 63, 324, 346
Processing, variable, 27, 95
Pyroceram, 32

R
Reduced pressure environment, 17
Residual stress, 12, 58, 200, 204, 362
Retained austenite (see Austenite, retained)

Ring-to-ring tester, 151
Rolling contact (RC) tester, 86, 179, 333, 343, 396

S
Silicon carbide, 33
Silicon nitride, 34, 118
Single-ball tester, 177, 325, 331
Steels
AISI 9310, 393
AMS 5749, 27, 102
BG-42, 325, 345
Carburized, 56, 131, 393
CBS-1000M, 345
CBS-600, 345
CRB-7, 325, 345
Electroslag remelted, 55
Halmo, 10, 26
M-1 tool, 10, 26
M-2 tool, 26
M-50, 10, 26, 27, 31, 36, 75, 102, 117, 325, 339, 343
T-1 tool, 26, 27, 77
T-15 tool, 325, 346
Vasco X-2, 393
WADC-65, 325
WB-49, 10, 101, 325
Stress–life relationship, 38, 91
Sulfide inclusions, 75
Surface roughness, 268
Structural effects, 97

T
Testers (test rigs), fatigue
AOL (Admiralty Oil Laboratory), 224
Ball–rod, 108
Caterpillar rolling contact fatigue (RCF), 393
Cylinder-to-ball, 126
Cylinder-to-cylinder, 137
Five-ball, 6, 179
Flat-washer, 48, 68, 194, 224, 381
Four-ball, 221, 223, 241
Full-bearing, 170, 191, 207, 336
Polymet rolling contact fatigue (RCF), 397
Ring-to-ring, 151
Rolling contact (RC), 86, 179, 333, 343, 396
Single-ball, 177, 325, 331
Titanium carbide, 33
Traction fluids, 19

T-1 tool steel, 26, 27, 77
T-15 tool steel, 325, 346

V
Vacuum degassing, 212
Vasco X-2 steel, 393

W
WADC-65 alloy, 325
WB-49 steel, 10, 101, 325
Wear debris, 39, 255
White etching bands, 288, 360, 369