Index

A
AISI 409 ferritic stainless steel, 161, 267
Alloy content, 47
Alpha (α') 475°C embrittlement, 16, 56
Aluminum, 132
Annealed material, 101
Annealing practice, 24

B
Base metal, 244, 274
Bend
   Ductility, 236
   Test-GTAW, 230
   Test-SMAW, 230
Burst test, 241

C
Carbides, 7, 330
Central bursting, 78
Charpy impact toughness, 202
Charpy V-notch, 232, 237
Chemical composition, 256
COD fracture toughness, 135
Cold-working, 23, 111, 255, 261, 268
Commercial implications, 289
Corrosion properties, 159
Corrosion testing, 153

D
Deformation, 78
Deformation twinning, 95
Distillation column tray, 291
Drawing
   Pipe, 78
   Rod, 78

E
E-BRITE, 188
E-4 stainless steel, 255, 267
Embrittlement, 77, 78
Embrittlement (885°F), 291

F
Fabrication, 120, 297, 309
Fe-Cr ferritic stainless steels, 2, 7, 56, 66, 145
Fe-18Cr, 145
Fe-18Cr-2Mo, 38, 123
Fe-29Cr-4Mo, 194
Fe-29Cr-4Mo-2Ni, 194
Fe-30Cr-2Mo, 77
Fecralloy, 297
Fracture
   Behavior, 79, 92
   Mechanism, 304

G
Gas tungsten-arc welding, 225
Grain size, 42, 215

H
Hair cracks, 78
Heat treatment, 111, 206, 265
TOUGHNESS OF FERRITIC STAINLESS STEELS

High-chromium ferritic stainless 
steels, 184
High-purity ferritic stainless 
steels, 99
High-purity 26Cr-1Mo, 241
Hydrostatic tensile stress, 79, 92

I
Impact
Properties, 159, 267, 268, 313, 327
Tests, 38, 252, 260
Toughness, 188, 194
Internal cracking, 79
Interstitials
Alloying elements, 34
Content, 235

L
Low-chromium stainless steel, 273
Low-interstitial ferritic stainless steel, 202

M
Martensite, 14
Materials, 35, 59, 301
Mechanical characterization, 65
Mechanical properties, 286, 303
Metallographic examination, 165
Metallography, 40
Metallurgical characteristics, 256
Metallurgical factors, 202
Microstructure, 61, 137, 327
Model tank, 120
Molybdenum, 145

N
Niobium, 129, 132
Nitrides, 7
Notch sharpness, 209

O
Oxides, 7

P
Precipitation treatment, 117
Procedures, 59

R
Residual elements, 128, 145
Ring shaped failure, 78

S
Second-phase, 7, 21, 45
Shielded metal-arc welding, 227
Steel production, 308
Strain aging, 116
Strength, 288
Structural application, 273
Substitutional alloying elements, 34
Surface energy, 42

T
Tensile properties, 229
Tension test, 39, 81, 236
Test specimen, 261, 262
Testing procedures, 35
Thermomechanical processing, 82, 94
Titanium, 129
Titanium-stabilized, 56
Toughness, 2, 23, 24, 25, 45, 66, 77, 79, 82, 184, 282, 288, 297

V
Vacuum induction melted, 184
W

Weld
   Evaluation, 228
   Heat affected zone, 161, 162, 282
   Joints, 106, 223

Metal properties, 286
Properties, 157
Specimens, 245
Structures, 99
Welding, welds, weldability, 25, 147, 221, 241
Workability, 79