SLURRY EROSION: USES, APPLICATIONS, AND TEST METHODS

A symposium sponsored by
ASTM Committee G-2 on Erosion and Wear,
National Association of Corrosion Engineers,
Slurry Technology Association, and
American Society for Metals
Denver, CO, 26–27 June 1984

ASTM SPECIAL TECHNICAL PUBLICATION 946
John E. Miller, White Rock Engineering,
and Frederick Schmidt, E. I. du Pont
de Nemours & Co., editors

ASTM Publication Code Number (PCN)
04-946000-29

1916 Race Street, Philadelphia, PA 19103
Foreword

This publication, *Slurry Erosion: Uses, Applications, and Test Methods*, contains papers presented at the international symposium of the same name held in Denver, Colorado on 26–27 June 1984. The symposium was sponsored by ASTM Committee G-2 on Erosion and Wear, the National Association of Corrosion Engineers, the Slurry Transportation Association (now the Slurry Technology Association), and the American Society for Metals. John E. Miller, White Rock Engineering, and Frederick Schmidt, E.I. du Pont de Nemours & Co., presided as symposium chairmen and were coeditors of this publication.
Related
ASTM Publications

Materials Evaluation under Fretting Conditions, STP 780, 04-780000-29
Selection and Use of Wear Tests for Coatings, STP 769, 04-769000-29
Erosion: Prevention and Useful Application, STP 664, 04-664000-29
A Note of Appreciation to Reviewers

The quality of the papers that appear in this publication reflects not only the obvious efforts of the authors but also the unheralded, though essential, work of the reviewers. On behalf of ASTM we acknowledge with appreciation their dedication to high professional standards and their sacrifice of time and effort.

ASTM Committee on Publications
## Contents

**Overview**

1

### MATERIALS

**Ball Mill and Hub Test Methods for Slurry Erosion Evaluation of Materials—**

W. J. SCHUMACHER 5

Discussion 17

**Slurry Erosion and Abrasion of Metal-Ceramic Coatings—**


Discussion 44

### PROCESS (FUEL) SLURRIES

**The Relative Erosivity of Coal-Oil, Coal-Water, and Petroleum Coke-Oil Slurries—**

Y.-H. LEE AND H. M. CLARK 47

**Erosivity of Coal Particles in Coal-Solvent Slurries—**

A. V. LEVY, N. JEE, AND G. SORELL 62

**The Validity of Fuel Recycling During Erosivity Testing Using Coal-Water Liquid Fuels—**

K. G. SEDMAN, J. C. THORNLEY, R. D. GILDERS, AND G. R. HOEY 78

**A Review of Pipeline Slurry Erosion Measurements and Research Recommendations—**

R. M. SUMMER 91

### APPLICATIONS

**Comparison Between Laboratory Characterization and Field Performance of Steel Mud Pump Liners Coated with CM 500L, a Tungsten-Carbon Alloy—**

D. G. BHAT AND Y. R. DeKAY 103

Discussion 116

**Corrosion Rate Measurements and Corrosion-Erosion Protection in Limestone Slurry Scrubbers—**

P. A. BURDA 118

Discussion 139

The SAR Number for Slurry Abrasion Resistance—J. E. MILLER
Discussion

TEST METHODS

A New Flow-Through Slurry Erosion Wear Test—B. W. MADSEN AND R. BLICKENSDERFER
Discussion

Test Approach for Dense Slurry Erosion—M. C. ROCO, P. NAIR, AND G. R. ADDIE

Experience with the Wet Sand/Rubber Wheel Abrasion Test—G. A. SALTZMAN, T. O. MEREDIZ, D. K. SUBRAMANYAM, AND H. S. AVERY
Discussion

Hydraulic and Metallurgical Criteria in Slurry Pumping System Design—S. K. SINHA

Indexes

indexes