Ground-Water Contamination:
Field Methods

A symposium sponsored by
ASTM Committees D-19 on Water
and D-18 on Soil and Rock
Cocoa Beach, FL, 2–7 Feb. 1986

ASTM SPECIAL TECHNICAL PUBLICATION 963
A. G. Collins, National Institute for
Petroleum and Energy Research, and
A. I. Johnson, A. Ivan Johnson, Inc.,
editors

ASTM Publication Code Number (PCN)
04-963000-38

ASTM
1916 Race Street, Philadelphia, PA 19103
Foreword

The papers in this publication, *Ground-Water Contamination: Field Methods*, were presented at the symposium on Field Methods for Ground-Water Contamination Studies and Their Standardization held 2–7 Feb. 1986 in Cocoa Beach, Florida. The symposium was sponsored by ASTM Committees D-19 on Water and D-18 on Soil and Rock. A. G. Collins, National Institute for Petroleum and Energy Research (NIPER), presided as symposium chairman, and A. I. Johnson, A. Ivan Johnson, Inc., presided as symposium vice-chairman. Messrs. Collins and Johnson are editors of this publication.
Related
ASTM Publications

Permeability and Groundwater Contaminant Transport, STP 746 (1981), 04-746000-38
Hydraulic Barriers in Soil and Rock, STP 874 (1985), 04-874000-38
A Note of Appreciation
to Reviewers

The quality of the papers that appear in this publication reflects not only the obvious efforts of the authors but also the unheralded, though essential, work of the reviewers. On behalf of ASTM we acknowledge with appreciation their dedication to high professional standards and their sacrifice of time and effort.

ASTM Committee on Publications
ASTM Editorial Staff

Helen M. Hoersch
Janet R. Schroeder
Kathleen A. Greene
Bill Benzing
Contents

Overview 1

QUALITY ASSURANCE

Panel Discussion

Introduction—WILLIAM J. GBUREK 7


Regulations and Standards—ROBERT SNELLING 11

Standards, Guidelines, and Regulations: A User’s Viewpoint—DENNIS C. ERINAKES 11

Agricultural Research Service Approach to Ground-Water Studies—JAMES B. URBAN 13

Water Quality and Reclamation—LYNN A. JOHNSON 14


Development of Effective Ground-Water Sampling Protocols—MICHAEL J. BARCELONA AND JAMES P. GIBB 17

Quality Assurance Guidelines for Ground-Water Investigations: The Requirements—J. JEFFREY VAN EE AND LESLIE G. MCMILLION 27

Availability and Access to Ground-Water-Related Information and Data—CARL D. TOCKSTEIN AND BRIAN C. DORWART 35

GEOPHYSICAL METHODS

Integrating Geophysical and Hydrogeological Data: An Efficient Approach to Remedial Investigations of Contaminated Ground Water—DONALD J. STIERMAN AND LON C. RUEDISILI 43

In Situ, Time Series Measurements for Long-Term Ground-Water Monitoring—RICHARD C. BENSON, MATTHEW TURNER, PAULA TURNER, AND WILLIAM VOGELSONG 58
Combining Surface Geoelectrics and Geostatistics for Estimating the Degree and Extent of Ground-Water Pollution—W. E. KELLY, I. BOGARDI, M. NICKLIN, AND A. BARDOSSY

An Application of Impedance-Computed Tomography to Subsurface Imaging of Pollution Plumes—A. TAMBURI, U. ROEPER, AND A. WEXLER

The Use of Controlled Source Audio Magnetotellurics (CSAMT) to Delineate Zones of Ground-Water Contamination—A CASE HISTORY—RICHARD M. TINLIN, LARRY J. HUGHES, AND A. ROGER ANZZOLIN

WELL DRILLING AND COMPLETION

Ground-Water Monitoring Field Practice—An Overview—CHARLES O. RIGGS AND ALLEN W. HATHEWAY

The Modified Reverse-Circulation Air Rotary Drilling Technique for Development of Observation and Monitoring Wells at Ground-Water Contamination Sites—DREW B. BENNETT, MARIO BUSACCA, AND EDWARD E. CLARK


Determining Whether Wells and Piezometers Give Water Levels or Piezometric Levels—ROBERT P. CHAPUIS

The Chemical Composition of Leachate from a Two-Week Dwell-Time Study of PVC Well Casing and a Three-Week Dwell-Time Study of Fiberglass Reinforced Epoxy Casing—U. M. COWGILL

Adsorption of Selected Organic Contaminants onto Possible Well Casing Materials—JERRY N. JONES AND GARY D. MILLER

Design Considerations and Installation Techniques for Monitoring Wells Cased with Teflon PTFE—JOHN F. DABLOW, III, DANIEL PERSICO, AND GRAYSON R. WALKER

Design Considerations and the Quality of Data from Multiple-Level Ground-Water Monitoring Wells—FRANKLIN D. PATTON AND H. RODNEY SMITH

WATER SAMPLING (Saturated and Unsaturated Zones)

Verification of Sampling Methods and Selection of Materials for Ground-Water Contamination Studies—MICHAEL J. BARCELONA, JOHN A. HELFRICH, AND EDWARD E. GARSKE

Chemical Stability Prior to Ground-Water Sampling: A Review of Current Well Purging Methods—ANDREW W. PANKO AND PETER BARTH
Investigations of Techniques for Purging Ground-Water Monitoring Wells and Sampling Ground Water for Volatile Organic Compounds—JAY UNWIN AND VAN MALTBY 240

Recent Development of Downhole Water Samplers for Trace Organics—JAMES R. FICKEN 253

Field Evaluation of Seven Sampling Devices for Purgeable Organic Compounds in Ground Water—THOMAS E. IMBRIGIOTTA, JACOB GIBS, THOMAS V. FUSILLO, GEORGE R. KISH, AND JOSEPH J. HOCHREITER 258

A Hermetically Isolated Sampling Method for Ground-Water Investigations—BENGT-ARNE TORSTENSSON AND ANDREW M. PETSONK 274

Sampling Interaquifer Connector Wells for Polonium-210: Implications for Gross-Alpha Analysis—CRAIG R. OURAL, SAM B. UPCHURCH, AND H. RALPH BROOKER 290

Suction Lysimeter Operation at Hazardous Waste Sites—LORNE G. EVERETT, LESLIE G. MCMILLION, AND LAWRENCE A. ECCLES 304

Laboratory and Field Analyses

Measuring Effects of Permeant Composition on Pore-Fluid Movement in Soil—HAROLD W. OLSEN, THOMAS L. RICE, AND ROGER W. NICHOLS 331

Methods for Virus Sampling and Analysis of Ground Water—CHARLES P. GERBA 343

Determination of Aqueous Sulfide in Contaminated and Natural Water Using the Methylene Blue Method—SHARON S. LINDSAY AND MARY JO BAEDECKER 349

Adsorption and Degradation of Enhanced Oil Recovery Chemicals—M. E. CROCKER AND L. M. MARCHIN 358

Monitoring Ground-Water and Soil Contamination by Remote Fiber Spectroscopy—STANELY M. KLAINER, JOHN D. KOUTSANDEAS, AND LAWRENCE ECCLES 370

Application of a New Technique for the Detection and Analysis of Low Concentrations of Contaminants in Soil—KENT J. VOORHEES, MICHAEL J. MALLEY, JAMES C. HICKEY, RONALD W. KLUSMAN, AND WILLIAM W. BATH 381

Long-Term Permeability Tests Using Leachate on a Compacted Clayey Liner Material—HSAI-YANG FANG AND JEFFREY C. EVANS 397

Case Studies

Field Investigation of a Small-Diameter, Cylindrical, Contaminated Ground-Water Plume Emanating from a Pyritic Uranium-Tailings Impoundment—KEVIN A. MORIN AND JOHN A. CHERRY

Ground-Water Monitoring Techniques for Non-Point-Source Pollution Studies—CLARK GREGORY KIMBALL

Ground-Water Contamination and Land Management in the Karst Area of Northeastern Iowa—P. STAN MITCHEM, GEORGE R. HALLBERG, BERNARD E. HOYER, AND ROBERT D. LIBRA

Determining Nonpoint-Source Contamination by Agricultural Chemicals in an Unconfined Aquifer, Dade County, Florida: Procedures and Preliminary Results—BRADLEY G. WALLER AND BARBARA HOWIE

A Geologic and Flow-System-Based Rationale for Ground-Water Sampling—JAMES B. URBAN AND WILLIAM J. GBUREK

Author Index

Subject Index