CORRECTION LIST

The corrected standard(s) listed below are available for purchase at www.astm.org or by calling ASTM Customer Service at 610-832-9585. If you have previously purchased the incorrect standard, the corrected version will be mailed or e-mailed to you at no additional cost.

Correction – January 2013

ASTM E647-12, Test Method for Measurement of Fatigue Crack Growth Rates. Corrections were made to this previously published version and appear in the E647-13 edition.

Correction – August 2012

ASTM A182/A182M-12, Specification for Forged or Rolled Alloy and Stainless Steel Pipe Flanges, Forged Fittings, and Valves and Parts for High-Temperature Service. Corrections were made to this previously published version and appear in the A182/A182M-12a edition.

Correction – August 2012

ASTM A193/A193M-12a, Specification for Alloy-Steel and Stainless Steel Bolting for High Temperature or High Pressure Service and Other Special Purpose Applications. Corrections were made to this previously published version and appear in the A193/A193M-12b edition.

Correction – July 2012

ASTM D7774-11, Test Method for Flexural Fatigue Properties of Plastics. Corrections were made to this previously published version and appear in the D7774-12 edition.

Correction – March 30, 2011

ASTM D4956-11, Specification for Retroreflective Sheeting for Traffic Control. Corrections were made to this previously published version and appear in the D4956-11a edition.