Index

A

Accuracy, 297
Acicular ferrite steels, 242
Adiabatic heating, 137
Aging, 22, 247
Aluminum alloy
   1100, 36
   2014, 21
   2024, 21
   2036, 61, 85
   2117, 16
   3003, 36
   5182, 36
   6010, 36
   7075, 21
Aluminum killed steel, 62
Aluminum-magnesium, 105
Angular rotation, 190
Anisotropic, 9, 70, 215
Annealing, 3
Antimony, 3
Aspect ratio, 28, 156, 182
Austenitic stainless, 144
Axisymmetric, 9

B

Banding, 22
Bending strain, 181
Bending test, 238, 281
Biaxial stretch, 8, 35, 52, 71, 158, 236
Blankholder force, 135, 145
Blanking, 5
Boron steels, 244, 255
Brake bending, 265
Bulge test, 281
Bulk workability, 26

C

Carburizing, 3
Cavitation, 106, 112
Charpy impact test, 246
Cingulum, 4
Commercial quality steel, 62
Composite, 177
Compression blades, 177
Compression testing, 22
Computer-aided design (CAD), 264
Conventional strain, 170
Cooling dies, 143
Copper, 3, 199, 292
Correlative tests, 298
Cupping test, 63, 85, 143, 152
Curvature, 164
Cyclic plasticity, 281
Decohesion, 178
Deep drawing, 156, 236
Defects, 181
Deflection, 122
Deformation mechanism, 113
Deformation process, 21
Die face geometry, 119, 161
Dislocation density, 253
Dislocation structure, 52, 56, 202
Dispersion hardening, 38, 58
Dispersoid, 150
Dual phase steel, 230, 244, 250
Ductility, 280
Dynamic recovery, 58

E
Edge condition, 294
Equivalent height, 219
Equivalent strain, 124, 202

F
Failure in sheet forming, 157
Fatigue, 281
Fatigue ductility, 285
Ferrite, 15
Ferritic steels, 242
Fiber shear failure, 178, 185
Filamentary composites, 177
Finite element, 89, 220, 275
Fittability analysis, 160, 173
Flange cracking, 237
Flow curves, 191
Force deformation, 297
Forging, 177
Formability, 19, 36, 68, 120, 142, 159, 190, 232, 242, 252, 265, 299
Forming, 5, 159
Forming index, 236
Forming limit, 20, 92
Forming limit curves (FLC), 78, 152, 156
Forming limit diagram (FLD), 14, 230, 264
Forming limit line (FLL), 20, 264
Forming severity, 120, 160
Fracture, 20, 129, 160, 284
Free surface, 20
Friction, 213
Friction coefficient, 25

G
Galling, 145
Gold, 3
Grain rotation, 41

H
Hemispherical punch, 85, 95
High-strength low-alloy (HSLA), 15, 229, 241
Hole expansion, 233
Hollow punch, 138
Hot forging, 182
Hydraulic bulge, 85

I
Impact test, 251
Incoloy MA 956, 147
Instantaneous equivalent height, 216
Intergranular cavitation, 106
International Deep Drawing Research Group (IDDRG), 13
Interstitial-free steel, 62
Isotropic, 208

L
Lenticular voids, 179
Limiting dome height (LDH), 80
Limiting draw ratio (LDR), 10, 95, 139, 154
Localized deformation, 183, 280
Low carbon steels, 61, 235
Lubrication, 12

M
Magnetometer, 142
Manson-Coffin fatigue, 284
Martensite, 15
Mechanical alloying, 148
Metal flow, 178
Metal foils, 279
Metallao, 3
Metalleia, 3
Metallon, 3
Metal matrix composites, 176
Meteoric iron, 3
Microduplex addition, 255
INDEX 323

Microstructure, 36, 67
Milbond, 74
Mixed oxides, 150
Modulus of elasticity, 307
Monotonic tension test, 284

N
Necking, 29, 232
Neolithic, 3
n-value, 10, 69, 74, 151, 169, 232, 259, 305

O
Olsen cup, 74, 152
Overaged, 22

P
Planar slip, 56
Plane strain, 14, 35, 178
Plastic deformation, 177
Plasticity analysis, 179
Plastic strain ratio r, 236, 307
Polyethylene sheet, 11
Polygonal ferrite steel, 242
Powder metallurgy, 148
Power law (PL), 85
Precipitation hardening, 16, 43
Precision, 297
Preform, 177
Press formability, 120, 126, 160
Press load, 193
Process modeling, 265
Punch load versus displacement, 266

R
Rastegaev specimen, 213
Ridging, 142
Rimmed steel, 62, 160
Rubber forming, 269
r-value, 11, 69, 86, 151

S
Saturation stress (SS), 85
Second phase particles, 19
Shape, 238
Shape fixation, 124
Shear localization, 29
Shear strain, 202
Shear stress, 190
Shrink flanging, 269
Simulated model dies, 164
Slip character, 55
Slip lines, 44
Solid solution, 39
Springback, 238, 263
Stainless steel sink, 144
Steels (low carbon), 62, 138
1040, 32
1060, 32
1090, 32
Extra deep drawing (EDD), 105
Stainless types 301, 304, 400, and 409, 141
Stiffness, 122
Stiffness to density, 176
Strain, 36, 85, 152, 170
Strain distribution, 88, 159
Strain gradients, 107
Strain hardening exponent, 36, 56, 73, 241, 246, 305
Strain-life curve, 282
Strain localization, 56
Strain path, 21
Strain plateau, 88
Strain rate, 221
Strain rate sensitivity m, 36, 107
Strength coefficient, 74
Stress, 213
Stress and strain state, 181
Stress-life plots (SN), 281
Stretch, 235
Subgrains, 113
Sulfide shape control, 233
Superplastic, 15, 106
Surface defects, 121
<table>
<thead>
<tr>
<th>Surface deflection, 160</th>
</tr>
</thead>
<tbody>
<tr>
<td>Surface roughness, 160, 294</td>
</tr>
<tr>
<td>Surface shear stress, 192</td>
</tr>
<tr>
<td>Surface warp, 160</td>
</tr>
<tr>
<td>Swift cup, 72, 152</td>
</tr>
<tr>
<td>Uniform elongation, 13, 247, 250, 261</td>
</tr>
<tr>
<td>Upsetting test, 211</td>
</tr>
<tr>
<td>V</td>
</tr>
<tr>
<td>Vanadium, 15</td>
</tr>
<tr>
<td>von Mises yield criterion, 178, 207</td>
</tr>
<tr>
<td>W</td>
</tr>
<tr>
<td>Wavy defects, 122</td>
</tr>
<tr>
<td>Wavy slip, 57</td>
</tr>
<tr>
<td>Weathering steels, 246</td>
</tr>
<tr>
<td>Workability, 19, 26</td>
</tr>
<tr>
<td>Work hardening, 190, 208</td>
</tr>
<tr>
<td>Work hardening exponent ( n ), 151, 235, 253</td>
</tr>
<tr>
<td>Wrinkling, 22, 121, 129, 160</td>
</tr>
<tr>
<td>Y</td>
</tr>
<tr>
<td>Yield criterion, 89</td>
</tr>
<tr>
<td>Yield point, 135, 170</td>
</tr>
<tr>
<td>Yield strength, 151, 230</td>
</tr>
<tr>
<td>Young's modulus, 89</td>
</tr>
</tbody>
</table>